OF SOUTH CAROLINA

BEOTION 169: Width of Vehicle. - (a) The total outside width of
any vehicle or the load thereon shall not exceed ninety-six inches ex-
clusive of safety devices approved by the Department, except as other-
wise provided in this Article.
(b) Incorporated cities and municipalities may by ordinance per-
mit the operation within their respective jurisdictions of any motor
bus or trolley coach with a maximum outside width of not to exceed
102 inches; PROVIDED, that in the case of State highways within
incorporated cities no such permit shall become effective until ap-
proved by the State Highway Department. All such permits shall
specify the streets or sections of streets over which such trolley
coaches may be operated. The term "trolley coach" means a vehicle
which is propelled by electric power obtained from overhead trolley
wires though not operated upon rails except busses with two axles
approved by the Department.
(c) The State Highway Department with respect to State high-
ways, and local authorities with respect to other highways, may issue
permits for the operation of motor busses and trolley coaches, hav-
ing a lateral outside width of not exceeding 102 inches, upon any
highway, route or routes, of sufficient width in suburban areas ad-
jacent to municipalities.
BEOTION 170: Projecting Loads on Passenger Vehicles. - No
passenger vehicle shall be operated on any highway with any load
carried thereon extending beyond the line of the fenders on the left
side of such vehicle nor extending more than six inches beyond the
line of the fenders on the right side of such vehicle.
SEOTION 171: Height and Length of Vehicles. - (a) No vehicle
shall exceed a height of twelve feet six inches, inclusive of the load
carried thereon.
(b) No vehicle shall exceed a length of forty feet extreme overall
dimension, inclusive of front and rear bumpers, and load carried
thereon; PROVIDED, that any vehicle in excess of thirty-five feet
shall have not less than three axles.
(c) No combination of vehicles coupled together shall consist of
more than two units and no such combination of vehicles including
any load thereon shall have an overall length, inclusive of front and
rear bumpers, in excess of 50 feet, except as otherwise provided in
respect to the use of a pole trailer as authorized in Section 172.
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